
ROLLER CASSETTE FLY SCREEN WINDOW
ASSEMBLY AND FITTING

Measuring for a Roller Cassette 
Fly Screen (face fitting)

The roller cassette fly screen fits 
over the window opening and fits 
to the flat section of the window 
frame.  The height (mm) is measured 
from the top of the window reveal to 
the window sill.  The width (mm) is         
measured from the window opening 
plus 60mm.  The 60mm allows the 
width of the side guide (30mm on 
each side).

Measuring for a Roller Cassette 
Fly Screen (reveal fitting)

Take the width and height of the 
reveal in 3 locations top middle and 
bottom and 3 locations from left to 
right.  Take the smallest width (mm) 
and height (mm) and subtract 3mm 
from each to give the finished screen 
size.

Face Fitting

Offer the assembled screen (cassette 
and side guides) up to the window 
frame.
Drill 4 X  10mm holes through the 
front face only of the side guides, 1 
top of each side guide 1 at the bot-
tom of each side guide. 
Drill a 2mm hole through the back of 
the side guide.
Screw the side guide to the window 
frame.
Fit the cover caps.
Check that the screen runs freely
Tip the screen bar forward to engage 
the clips tip back to release.

Reveal Fitting

Offer the screen up to the reveal drill 
four small holes through the side of 
the side guide. Mark the wall of the 
reveal.
Drill a hole with a 6mm masonry 
drill or screw the top brackets to the 
reveal.
Fit the side guides and screw into 
position.
Check that the screen runs freely
Tip the screen bar forward to engage 
the clips tip back to release.

Assembly of the Screen

Cut cassette to length. Do not         
remove clear wrap from cassette, 
simply square cut (including mesh, 
fluffy pile and draw bar) to W-17mm 
(where W is the finished width). Use 
a mitre box for accuracy. Side guides 
should be cut H - 39mm. ( Where H 
is the overall height).

• Fit the plastic bush onto the 
end cap as shown.

• Insert the right hand end cap 
and insert screw. 

• Rotate spring clockwise to 
tension the roller cassette.

• Insert the handles, brush pile 
and draw bar ends.

• Pust the sideguides into 
the cassette tongues.
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